Thornton Creek Confluence Improvement Project

Pedestrian bridges will be removed and D Shorten street and create turn around.
New culvert under will not be replaced. This includes a
= C dead end bridge adjacent to the high

F Create new access path for people and
maintenance vehicles.

school field and the small footbridge

35t Ave NE l '
| near the 36th Ave street end.

3SIDED BOX

y £ \ \ BT ELE =27 2 ) g L, o I T s
oA | ol . 5 me r B 10l Y =
LEGEND 25 N ! , : . . P ssas | | - m . i [leses. Il
5 N 5 2 . ix } : = il X
R - AW, T ' PRECAST FOOTING : v N
( ( Fixed project . : B gﬁ:g&l{y&i = [l - - -
element

:‘\ OTES:

EXISTING CULVERT TO REMAIN AS HYPORHEIC COMVEYANCE. FILL INLET AND
OUTLET WITH 2—-MAN BOULDERS
A 2. MAINTENANCE STAGING AND ACCESS RaMP. SURFACING TO SE
ARTICULATED CONCRETE VEGETATED WITH CRASS
5 SPILLWAY INTO FLOOD RELIEF AREA "ROTECT KC METRO SEWER LINE
FROM DAMAGE

FLOOD RELIEF AREA

A note on trees....

Unfortunately trees will be removed where A Realign stream ‘ Lo R NN A
they are in the path of the realigned channel, meander, [t SN = e ACY.
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stream, floodplain, or new access path. create pools.
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Large trees, particularly conifers, are
avoided wherever possible. There will be
substantial riparian plantings, with a net
increase in the amount of native plants at
the site. Removed trees will be re-used on-
site as instream and riparian structure to
the maximum extent possible.

Reconnect
floodplain areas for
flood storage and
habitat. Woody
debris and other
structure will be
installed in stream.

STATION

Plant riparian area with mix of native 7
trees, shrubs, and ground covers. § s
Conifers will be preferred for tree ' E Create new high-flow floodway and

species. Several planting palettes will connect with Meadowbrook Pond.
be used based on elevation and soil

conditions. Plantings will be planned in
consideration of safety and sightlines.

H Recreate surface-subsurface hydrologic
(e.g., hyporheic) connections

Sczlll lC All comments are welcome, but particular areas we’d like feedback:

: :  To improve habitat and create more flood storage, we need to remove poplar trees west of 35" Ave NE. Is this an acceptable trade-off?

@ [)Lll‘)] lC * The gravel lot at the end of 36" Ave NE will go away. Should another gravel area be provided for parking along 36t?

* Culvert replacement under 35™ Ave NE will require 3 to 7 weeks of construction, depending on full versus partial road closure. This will impact travel
on 35t. Do you prefer a full road closure and shorter duration (3-4 weeks)?

Utilities

www.seattle.gov/util/meadowbrook




